[bookmark: _GoBack]https://www.eumetsat.int/website/home/TechnicalBulletins/EUMETCast/DAT_3589215.html 
Since 1 May 2018 EUTELSAT 8W has been used for the new EUMETCast Africa Service. The following table shows the final downlink parameters.
	PARAMETERS
	 

	Name
	EUTELSAT 8W

	Transponder
	C04

	Down Link Frequency
	3848.2525 MHz

	Symbol Rate
	9.892 MS/s

	Polarisation
	Circular Left Hand

	DVB-S2 MODCOD
	4PSK (QPSK) 3/4



[image: ]
[image: ]
[image: ]
[image: ]
image1.png
Turer Seting | WAC Fer | 1P Over DVB | Metar/Postoer |

Transponder:
Freauency: [3848
Polarty: Vetical <]

‘SymbolRate: [9852 Ksps.

=] =] ==

Code: [0 Code Type:  |Root Code v Set
< voocooes

’—vmmmmnben Please inpus t here.

@ stength
€ Qualty

SR o000 @ e @
option | Lodstatus

om0 |

gt Stream denty: |





image2.png
Toner Sting MAC Fitr | 1P Over DVB | Metor/Postioer |

[l il cal oy

Csoen [
A

SR 06000 @B

Opton oam |
FA—— iz o
Input Stream dentiy: = pply





image3.png
e et | MAC Fier 1P Over DVB | oo Postone |

Status: ramw&mly

Active PIDs: ‘Selected PIDs:

PID_[Tyoe [ MAC 00

— . Fae FRAD Mg
‘ i

I Showslactvepips  PacketRecsived: 2254730 MBytes

e e
© Quaity - I |

SW: o600 &
Opton | Lodstatus  [LOCED Q
BER: 0000000  bps

T | Aovly





image4.png
Tuner Seting | WAC Fer| 1P Over DVB  Motar/Postoer |

Courty: Gy

[Aghanistan <] [P =
Lattuge: Longtude:

Satelte:

[0020 st 1C 208)

oo | o v

@ stength
€ Qualty

SR 06000 @B
Option =)

o o e 00 | oo ©

Input Stream dentiy: = pply





